
SAW WELDED PIPE - LONGITUDINAL & HELICAL (SPIRAL)

NOMINAL PIPE 

SIZE (INCHES)

NOMINAL SIZE 

(MM)

OUTSIDE 

DIAMETER 

(MM)

NOMINAL WT 

THICKNESS 

(MM)

MATERIAL 

GRADE ISO 3183

CORRESPONDING 

API 5L STEEL 

GRADE PSL 2

PIPE TYPE

457 9.5 L360ME X52 L/H

457 11.9 L360ME X52 L/H

457 15.9 L415ME X60 L/H

610 9.5 L360ME X52 L/H

610 14.3 L360ME X52 L/H

610 19.1 L415ME X60 L/H

762 11.9 L360ME X52 L/H

762 15.9 L415ME X60 L/H

762 19.1 L415ME X60 L/H

762 22.2 L415ME X60 L

914 12.7 L415ME X60 L/H

914 15.9 L450ME X65 L/H

914 19.1 L415ME X60 L/H

914 25.4 L450ME X65 L

1067 14.3 L415ME X60 L/H

1067 17.5 L450ME X65 L/H

1067 19.1 L450ME X65 L/H

1067 28.7 L450ME X65 L/H

1219 15.9 L450ME X65 L/H

1219 19.1 L450ME X65 L/H

1219 22.4 L450ME X65 L

1219 25.4 L450ME X65 L

1219 17.5 L485ME X70 L/H

1219 14.3 L555ME X80 L

1219 15.9 L555ME X80 L

1219 20.6 L555ME X80 L

1219 22.9 L555ME X80 L

1422 15.9 L555ME X80 L

1422 16 L555ME X80 L

1422 20 L555ME X80 L

1422 22.2 L555ME X80 L

1422 25 L555ME X80 L

30" 750

36" 900

18" 450

24" 600

56" 1400

42" 1050

48" 1200

SAW WELDED L&H


